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The design and evaluation of accessibility technology is a core component of the Computer Science landscape, aiming to
ensure that digital innovations are accessible to all. One of the most prominent and long-lasting areas of accessibility research
focuses on motor impairments, deiciencies that afect the ability to move, manipulate objects, and interact with the physical
world. In this survey paper, we present an extensive overview of the last two decades of research into accessibility for people
with motor impairments. Following a structured selection process, we analysed the study details as reported in 177 relevant
papers. Based on this analysis, we critically assess user representation, measurement instruments, and existing barriers that
exist in accessibility research. Finally, we discuss future directions for accessibility research within the Computer Science
domain.
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1 INTRODUCTION

Clicking, pointing, and dragging are fundamental to interacting with computers, and most of us take them for
granted. Yet, according to the WHO, 15% of the world’s population has been diagnosed with motor impair-
ments [172], which makes it challenging to interact with technology. For example, in the United States this
number is estimated to be 39 million [4]. Often, these impairments are a result of spinal cord injuries, degenerative
nerve and muscle diseases, stroke, or missing upper limbs [223]. Through a survey of 20 years of accessibility
research, ranging from 2000 to 2020, we summarise the research methodologies that have been developed to
study motor-impaired users, i.e., those with deiciencies that afect their ability to move, manipulate objects, and
interact with the physical world. Our survey provides a much-needed overview of methodological concerns
and standards that exist in accessibility research in studies with users with motor impairments. Concretely, our
paper provides a systematic review of methodological approaches to conduct accessibility research for motor
impairments. To the best of our knowledge, this is the irst paper to focus on methodological aspects researching
motor impairments, whereas existing surveys on motor impairments focus on technological solutions designed
to assist people with motor impairments [192, 226].

Authors’ addresses: Zhanna Sarsenbayeva, zhanna.sarsenbayeva@unimelb.edu.au, The University of Melbourne, Australia; Niels van Berkel,
nielsvanberkel@cs.aau.dk, Aalborg University, Denmark; Eduardo Velloso, eduardo.velloso@unimelb.edu.au, The University of Melbourne,
Australia; Jorge Goncalves, jorge.goncalves@unimelb.edu.au, The University of Melbourne, Australia; Vassilis Kostakos, vassilis.kostakos@
unimelb.edu.au, The University of Melbourne, Australia.

Permission to make digital or hard copies of all or part of this work for personal or classroom use is granted without fee provided that
copies are not made or distributed for proit or commercial advantage and that copies bear this notice and the full citation on the irst page.
Copyrights for components of this work owned by others than the author(s) must be honored. Abstracting with credit is permitted. To copy
otherwise, or republish, to post on servers or to redistribute to lists, requires prior speciic permission and/or a fee. Request permissions from
permissions@acm.org.

© 2022 Copyright held by the owner/author(s). Publication rights licensed to ACM.
0360-0300/2022/6-ART1 $15.00
https://doi.org/10.1145/3543509

ACM Comput. Surv.

https://doi.org/10.1145/3543509


1:2 • Sarsenbayeva, et al.

By following robust methodological standards, the accessibility research community can ensure that the
generated outcomes will subsequently lead to the design and creation of high-quality technological solutions that
address the needs of motor-impaired users. Efectively addressing the needs of permanently impaired users in
designing technology is crucial for a number of reasons. Abascal and Nicolle [6] state that people with permanent
impairments are more likely to have a higher dependence on computers, because digital tools ofer vital support
in personal and professional communication, control over their environment, assisted mobility, and access to
services. As a result, digital exclusion for permanently impaired users can lead to a restricted socially active and
independent lifestyle [6]. Furthermore, there exist untapped inancial incentives, since people with disabilities
control a large amount of annual discretionary income (e.g., $220 billion in the US alone) [191]. Moreover, due to
the growth of our ageing populations, particularly in the Western world [3], łenabling accessible technology is a

growth opportunityž [30]. Finally, designing for inclusion is supported by many legal acts. This includes, but is
not limited to, Section 508 of the Rehabilitation Act of 1973 and Americans with Disabilities Act (ADA) in the US
and The European Accessibility Act in Europe.

Our results show a recent shift in focus from desktop computers towards smartphones and wearables in devices
used in studies with motor-impaired participants. Our results also show that there is a signiicant diference
in device prevalence depending on the type of the study with eye-trackers being more common for the lab
studies, while other equipment are more prevalent in ield studies. Our results further identify common tasks and
measure variables used to quantify user’s functional capabilities in accessibility research in motor impairments.
Furthermore, our indings highlight that the average sample size is signiicantly greater in studies conducted
with participants from a mixed participant group that includes both able-bodied and motor-impaired participants,
as compared to the studies conducted strictly with motor-impaired participants. We further demonstrate that
lab studies are more likely to recruit able-bodied participants, whereas ield studies have a higher chance to
involve motor-impaired participants. Finally, we discuss opportunities for new research directions for the ield
of accessibility when developing solutions for motor-impaired users, such as the creation of novel modelling
techniques to avoid longitudinal experiments, or accounting for user’s individual characteristics to provide a
more custom-made user experience when interacting with technology.

2 BACKGROUND

Newell and Gregor [166] argue that when designing technological solutions it is necessary to consider the
characteristics of all potential users. This way of thinking grew in prominence towards the end of the twentieth
century, when diferent computer manufacturing companies, such as Sun and Microsoft, introduced their ‘ac-
cessibility programs’. These programs were directed towards the design of accessible applications to support
people with diferent permanent impairments [166]. Several factors have pushed these developments, including
demographic trends (ageing population), legislative acts across diferent countries on the accessibility of computer
technology for people with disabilities [166], and a larger focus on accessibility research within academia. Within
the HCI community, Ben Schneiderman introduced the idea of accounting for accessibility in HCI research in
1986 [2, 165]. At the InterCHI’93 keynote ‘CHI for Everyone’, Alan F. Newell emphasised the importance of taking
into account the full diversity of the user population in HCI research [165]. Since then, accessibility research
has established itself as one of the key research areas within the HCI community. The wide range of methods,
techniques, and tools that have been developed in the ield of HCI provide a rich background for the design of
interactive technologies for people with disabilities [6]. Further, HCI has a rich tradition in user-centred design
that encourages learning about the users and their characteristics [166], which provides an opportunity to employ
HCI methods in the design of accessible technology.

As an ultimate goal of HCI is to implement successful human computer interaction, Keates and Clarkson [114]
state that in order to develop a solution for a wide range of user capabilities (e.g., sensory, cognitive, motor), it is
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necessary to understand how they interact with technology. Over two decades ago, Vanderheiden [240] outlined
three paths to address the challenge of performing efective human-computer interaction: 1) by changing the
user, 2) by providing the user with tools that can complement user needs, and 3) by changing the environment.
These suggestions have later been implemented in diferent design approaches aimed at creating accessible
technologies.

2.1 Design Approaches

Within the domain of accessibility research, diferent design approaches have emerged ś all of which aim to
enhance the accessibility of technology. In this section we describe the main design approaches that are either
directly or indirectly related to HCI.

2.1.1 Assistive Technology. This design approach took a fast-track development in the post-war era, with a
predominant focus on itting a ‘non-standard’ user to ‘standard’ technology [252]. The main challenge of this
design principle is the assumption of an ‘immutable’ environment which cannot be changed or adapted [252].
Assistive technology is designed speciically for people with a particular impairment in mind. As such, the
presented solutions are optimised for that impairment [240], with the purpose of increasing end-user independence
and improving quality of life [39].
Assistive technology has faced high rejection rates from users as they can feel stigmatised due to device

aesthetics and social acceptance [218, 240, 252]. Furthermore, assistive technology products are typically more
expensive than their of-the-shelf mass market technology counterparts [240]. Similarly, Choi et al. [32] state
that assistive technology creates niche markets, thus driving technological segregation and the aforementioned
increase in costs for assistive technology. Another challenge facing assistive technology is the inability to keep
up with the advancements in mass-market technology [240]. For example, it often takes several delays for OS
updates to reach assistive technology products as compared to their more mainstream counterparts [32].

2.1.2 Rehabilitation Engineering. This design approach emerged around the same period as assistive technology,
with surgeons recommending a multidisciplinary scientiic and engineering approach in rehabilitation [39, 186].
Similar to assistive technology, rehabilitation engineering focuses on supporting speciic needs and constrains
of a unique individual [39]. Furthermore, the focus of rehabilitation engineering often involves the creation of
custom add-on devices and machines speciically for rehabilitation purposes [252]. Similar to assistive technology,
limitations of this approach include high cost and time investments associated with development and maintenance
of such technology.

2.1.3 Universal Design. The limitations observed in assistive technology and rehabilitation engineering ap-
proaches resulted in the universal design approach [240, 252]. Universal design follows a ‘one-size-its-all’
principle and aims to design lexible technological solutions that can be used by users of all abilities [240, 252].
In contrast to the assistive technology approach, universal design removes the stigma from the technology by
allowing users with permanent impairments to use ‘of-the-shelf’ technology [240]. However, this feature of
universal technology comes at a cost, as the price of universally designed products is typically higher due to
the added complexity; however, it is important to note that its price does not depend on the user’s abilities, in
contrast with assistive technology [240].

2.1.4 Universal Usability. Shneiderman [219] suggested universal usability as a design approach in order to
encompass both accessibility and usability. According to Shneiderman [219], łaccess is not suicient to ensure

successful usagež. The aim of universal usability is therefore to design interfaces usable by the widest range of
users regardless of their abilities [219, 252]. Similar to universal design, universal usability eventually aims at
creating ‘one-size-its-all’ solutions without considering one speciic disability [239, 252].
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2.1.5 Inclusive Design. This design approach mainly focuses on the factors that lead to ‘design exclusions’ that
may occur due to biases and assumptions about user abilities [114, 252]. Consequently, Keates and Clarkson [114]
argue that in order to support inclusive design, it is necessary to understand both end-users, as well as the tools
and techniques available for designing inclusive solutions. A key element of inclusive design is the availability of
‘timely’ knowledge about the end-user, which is then translated into a design concept through numerous cycles
of prototype development and testing [114]. This way the designers will minimise biases that may arise due
to their own needs, capabilities, and skills [114]. However, one of the main challenges of the inclusive design
approach is deining how much information and knowledge about the end-user is suicient, avoiding information
overload that often leads to inefective design practices [114]. This challenge is identiied as the main reason why
inclusive design does not scale in terms of accommodating the needs of every individual whose capabilities are
diferent from the established norm [252].

2.1.6 Ability-Based Design. This design principle considers the abilities of the user as its central focus Wobbrock
et al. [252]. To be precise, ability-based design shifts the burden of change on the system, not the user [252].
An ability-based system supports end-user interaction without requiring them to alter their bodies, knowledge,
or behaviour. Ability-based systems adapt their interface according to the context or user performance [252].
Although ability-based design does not necessarily pursue a goal of automatic adaptation to support user needs,
recent achievements in personalised interface adaptions to surrounding context can support further advancement
of ability-based design [252]. Furthermore, the adaptations remain visible to the user and can be changed at any
time as required [252]. Finally, ability-based systems are encouraged to be cost-efective, and use readily available
of-the-shelf hardware and software to remove barriers that might occur due to complexity, coniguration, and
maintenance of system components [252]. Nevertheless, ability-based design faces several issues that need to be
addressed in order to implement successful ability-based solutions. These barriers include accurate and reliable
quantifying of end-user performance, context sensing, and modelling of user abilities [252].

Each of the aforementioned design approaches has their own unique advantages and disadvantages, and it is
inherently important for HCI researchers to ind a suitable trade-of when choosing the most feasible design
approach for creating accessible technological solutions. For example, Vanderheiden [240] suggests to employ
a combination of universal design and assistive technology by using universal design wherever possible and
commercially practical, while using assistive technology wherever necessary and advantageous to the user.

2.2 Methodological Concerns in HCI and Accessibility Research

Methodological trade-ofs are a key discussion point within the HCI and Accessibility communities. While
discussion of all methodological concerns is out of scope for this paper, we discuss the related work on two
especially critical methodological aspects: study participants and study environments.

2.2.1 Participants. Participant populations and the degree to which they represent diferent user groups is
an important factor in relation to the generalisability of results [214]. Furthermore, it is crucial to include
representative users in Accessibility research studies in order to understand their needs during usability studies
and controlled experiments [214]. Moreover, prior work has shown that including non-representative users might
lead to inaccurate conclusions [214, 215, 243]. For example, Sears et al. [215] demonstrate that, unlike able-bodied
participants, users with motor impairments interrupted their dictation during vocal text entry signiicantly more
often ś resulting in a diferent set of commands.

Participants from diferent user groups also behave diferently during user studies, which leads to diferences
in both the performance as well as the strategies employed by participants [243]. For instance, in a study by
Ferres et al. [52], visually-impaired participants used diferent navigation strategies when conveying knowledge
about graphs from audio information, used twice as many commands to complete the task, and checked the
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starting point more often as compared to blindfolded sighted peers. Therefore, Sears and Hanson [214] argue
that while preliminary evaluations can use participant from a non-representative user groups, studies that are
eventually archived at publication venues should include representative users.

Sears and Hanson [214] also emphasise the importance of control groups in accessibility research experiments.
The authors argue that the presence of control groups might provide valuable information on the efectiveness
and eiciency of certain technologies or intervention techniques. Control groups allow researchers to eliminate
uncertainties in results that might arise when participants are drawn from only one user group; in other words,
by adding control groups to the studies, researchers can assess whether certain results hold among diferent user
groups [214]. Nevertheless, performance of these control groups should not be taken as a standard for comparing
diferent user groups, again due to the fact that people with diferent abilities might behave diferently in their
strategy to approach certain study tasks [214].

2.2.2 Study environment. Within the HCI community there exists a long-lasting and ongoing debate on the
advantage and disadvantages of laboratory and ield-based studies. Researchers in favour of ield studies argue
that lab studies fail to capture the complexities and richness of the real world [72, 121, 199]. However, at the
same time, some prior work argues that lab studies can be as efective as ield studies for system evaluations. For
example, Kjeldskov et al. [122] presented a comparative study where a mobile system’s usability was evaluated
in the ield (hospital) and in a lab environment (simulated hospital). According to the authors’ results, the lab
evaluation was able to identify almost the exact same usability problems as the ield evaluation; and, hence,
demonstrate that simulating context in the laboratory settings can be equally useful in identifying usability
problems [122].
The main diference between lab and ield studies is that lab studies mostly focus on evaluating certain

solutions and typically involve empirical manipulations and control of the environment. Hence, lab studies are
suitable for usability evaluations when it is needed to optimise łthe certainty of the outcomes through a controlled

experimentationž [237]. While, ield studies aim at obtaining a complete łunderstanding of the application domain

of the development efortž [237] and show how people understand and use technology in their own terms and for
particular situated purposes [127]. It has previously been shown that ield studies are commonly used in three
situations: 1) to observe and understand HCI professionals in the ield, 2) to understand users working with
emerging technology, and 3) as a starting point to design novel interactions [237].

While lab studies are excellent at identifying usability problems, they perform poorly in understanding context
of use [199]. It is therefore important to conduct ield studies as we need to understand how technology is
used and adapted in real world settings [121, 199]. Furthermore, Kuutti and Bannon [127] argue that real-life
scenarios should be studied where they occur, i.e., in a naturalistic setting, as laboratory studies aimed at gathering
knowledge on how certain interfaces are used have limited applicability [127, 229]. Hence, ield study research
should be focused to better relect the complexity of HCI in a real world setting [199]. As there is no clear answer
as to whether lab studies are better than ield studies, Kjeldskov and Skov [121] suggest that HCI researchers
should rather focus on when and how to conduct lab or ield studies. The authors also suggest that HCI researchers
should run ‘truly wild and longitudinal’ ield studies to fully embrace real world settings [121].
Given the growing importance of accessibility research, this paper aims to quantify and increase our under-

standing on the methodological decisions made by accessibility researchers investigating motor-impairments. By
providing an overview of the strengths and weaknesses in our research practices, we hope to support the further
development of accessibility research, which can lead to the development of better assistive technology.

3 METHODOLOGY

We conducted an extensive systematic literature review on studies aiming to enhance the accessibility of technol-
ogy for motor-impaired users. We conducted our search on two main digital libraries in the computer science
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domain that provide a rich overview of peer-reviewed articles in our research community ś (ACM Guide to

Computing Literature (hereafter, ACM Digital Library) and IEEE Xplore). Our search query was conducted using
an ‘inclusive or’ for the terms łmotor impairmentsž, łmotor-impaired usersž, łmotor disabilitiesž combined with
an łandž operator for the terms łaccessibilityž and łdesignž subsequently to ensure that the search returns papers
conducted in the accessibility domain of the HCI research. Furthermore, our search was run on both full-text and
metadata of the publication (e.g., title, abstract, keywords) to ensure we have a thorough and complete overview
of articles published in this research domain. In addition, we restricted our search to consider publications
between 2000 and 2020 to: 1) guarantee a focus on modern technology, and 2) examine the changes in conducting
accessibility research over a period of two decades.

In total our search query returned 966 papers from both the ACM Digital Library and IEEE Digital Library. Each
of these papers was analysed individually by one of the authors of this literature survey according to the inclusion
criteria. First, we identiied and excluded extended abstracts papers (e.g., poster, workshop, tutorial) from the
list of 966 papers resulting in 752 papers. We then manually analysed each publication and excluded the papers
(N = 128) that were not relevant to motor impairments, but some other impairments (e.g., visual, cognitive). We
also excluded publications (N = 559) that were not directly relevant to motor impairments but mentioned the
applicability of the technology/study/etc for motor impairments in the ’future work’ or ’discussion’ sections of
the publications. We also excluded papers that look at the combination of the impairments (e.g., autism resulting
in motor impairments). Finally, we removed papers that did not report empirical studies (N = 33). Following this
curation strategy, we identiied a total of 177 relevant papers that we explore in this literature survey.

4 RESULTS

We analysed the number of papers published between 2000 and 2020, and found that the number of studies is
substantially higher in the second decade (2011ś2020) than the irst (2000ś2010) ś see Figure 1.
Our analysis identiied 177 papers totalling 228 studies. There is an average of 1.3 studies reported on each

paper (in line with local HCI standards reported previously [24]), with the large majority of papers having 1
study (135), 33 papers with 2 studies, and 9 papers with 3 or more studies. A full overview of the studies and their
details can be found in Table ?? in Appendix. In our subsequent analysis, we assess and report on each study
rather than on each paper in order to capture the speciics of each study contribution.

4.1 Devices Used in the Studies

We started by examining the type of devices used in the diferent studies. Typically these devices were used to
evaluate accessible solutions (i.e., interfaces, apps) for motor-impaired users. From our analysis we discovered
that starting from Year 2000 up until recent years, the majority of studies (73 in total, 41.2%) were focused on
building accessible solutions for desktop computers; however this interest of the community has decreased in the
past few years. In addition, 16 studies (9.0%) developed accessible solutions for desktops using an eye-tracker.
The growing popularity of mobile devices has led to a shift in focus within motor-impaired accessibility research.
For example, 12.4% of all studies (22 out of 177) focused on developing accessible interfaces for smartphones,
5.1% of studies (9 in total) worked on creating accessible interfaces for tablets, many of which where conducted
in recent years. Furthermore, it is worth noting that wearables have been increasingly used in the past decade
resulting in the total of 18 studies (10.2%). Finally, a fair amount of other technology is used for accessible
research. According to our analysis, a total of 39 studies (22.1%) used other technology including but not limited
to wheelchair joysticks, various consoles and haptic devices, human-robot interfaces, and tabletops. A summary
of these results is presented in Figure 1.

We then examined the category of devices marked as ‘other’ in more detail. Out of 39 studies that have developed
accessible interfaces for other technology, 10 papers worked on enhancing the accessibility of wheelchairs (e.g.,
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Fig. 1. Device prevalence in analysed studies

input for wheelchairs) [25, 27, 67, 69, 150, 154, 155, 213, 235, 254], 5 papers worked on motion sensing devices (e.g.,
Kinect, LeapMotion) [41, 111, 126, 144, 206], 3 papers with game consoles (e.g., Nintendo Wii) [40, 88, 95], and 2
papers worked with tabletops [13, 140]. Furthermore, some studies developed new interfaces, including creation
of haptic devices (4 papers) [93, 123, 128, 205], prosthetic arm (1 study) [92], and 1 universal interface that can
be used for mobile devices, game consoles, and eye-trackers [236]. Furthermore, 7 papers created human-robot
interfaces to assist motor-impaired users [17, 43, 46, 99, 108, 116, 196].

4.2 Study Parameters

Based on the information available in the publications, we identify common study parameters in motor-
impairments research studies.
A large portion of the studies (79 out of 228, 34.6%) was conducted in a laboratory environment, 59 studies

(25.9%) were ield studies (e.g., participants’ home, care centre, hospital). Unfortunately, the remaining 90 studies
(39.5%) did not explicitly state whether the study was conducted in a laboratory or ield settings; however, from
the context of the papers the reader can sometimes infer if the study was either a ield study or was conducted in
the lab. Nevertheless, as it was not obvious to us how to determine the type of the study from the papers, we did
not classify them in this survey. These indings are summarised and presented in Figure 2.

We then examined the type of analysis conducted in the selected studies. A total of 104 studies (45.6%) employed
a mixed-method analysis in their study, whereas 29% of the studies (66) used purely quantitative approach and 58
studies (25.4%) utilise a purely qualitative data analysis approach. Our results show that the number of studies
that employ quantitative analysis is greater than the number of studies that use qualitative analysis. Similar trend
has been reported in local HCI standards reported by Caine [24].
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Fig. 2. Studies overview

We followed-up by analysing the study duration of the published studies. To keep consistency in our data, we
decided to classify the duration of the studies as follows: short one-day study (e.g., 45-minute-long experiment) vs.
a longitudinal study (e.g., study conducted over the course of several days). Furthermore, some studies reported
their duration in sessions, e.g., 5 sessions 1 hour long each. Therefore, to simplify the analysis of study duration
we assumed 1 session to be a 1-day-long experiment; hence, if the study reported 8 sessions, we considered it
to be an 8-day study. The average duration of a study isM = 5 days with a standard deviation of SD = 21, and
a median of M = 1 day. A total of 173 studies (75.9%) report a short one-day study, whereas 47 papers (20.6%)
report conducting a longitudinal study that continued for several weeks. Unfortunately, in some cases we were
not able to determine if a study was longitudinal or not (8 studies, 3.5%).

4.2.1 Baseline details. Next we analysed the baseline details of the studies presented in this literature survey.
The majority of studies (123, 54.0%) either do not report baseline details they used in the experiment (21, 9.2),
or it was not relevant to have a baseline condition in the study (102, 44.8%), e.g., if the study was focused on
eliciting gestures to interact with technology, e.g., [241]. The remaining 105 studies (46%) described their baseline
information with 47 out 228 studies (20.6%) report using conventional technology, e.g., [163], or an existing
method, e.g., [246], as a baseline condition, e.g., a regular computer keyboard vs. custom-built text entry interface.
Furthermore, 28 studies (12.3%) did not have a baseline per se, but compared diferent conditions between each
other. In addition, another 14 studies (6.1%) used a controlled interaction method for a baseline, e.g., speech
input vs. custom-designed interaction technique. Interestingly enough, 15 studies (6.6%) used performance of the
able-bodied participants as the baseline. Finally, 1 study (0.4%) used performance reported in external studies as
their baseline condition [197].
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4.2.2 Study tasks. We then analysed the type of tasks used in the studies in order to understand if there are
established standards for quantifying performance of participants. 23 of 228 (10.1%) studies did not quantify
participants performance using tasks, usually these studies based their results on either interviews or surveys.
The remaining 205 studies reported using at least one task to quantify the performance of participants. As the
naming of the tasks across the studies was quite diverse, we grouped the tasks according to their similarities.
Two authors of the paper categorised the tasks from the entire dataset according to their similarities. This way
we grouped tapping, selecting and clicking tasks under łtarget acquisitionž. Similarly, if the participants had to
perform any tasks to change or work with the interface of the technology, we grouped them under łinterface
manipulationž. Other groups that emerged after our categorisation are łphysical exercise activityž ś for the tasks
where participants were ask to perform a physical activity (e.g., walk in a straight line), łhand manipulationž
(e.g., close and open the wrist) ś for the tasks where participants had to perform any sort of hand manipulation,
and łplaying gamesž ś for the studies where participants had to play a game. This categorisation revealed a
taxonomy with 34 tasks that were used across the 205 studies that measure functional capabilities of participants.
The complete list of the tasks is presented in Table 1. We then calculated Cohen’s kappa [146] to examine the
interrater reliability, which showed strong agreement between the raters (κ = 0.90,p < 0.01). The games were
quite diverse in the studies; therefore, we did not specify categorisation according to the game type. Furthermore,
the tasks that required completing daily online tasks, such as sending an email, checking for weather, taking
pictures, we grouped them under łdaily online activitiesž category. For each task we deined measure variables
that were quantiied in the studies. We present a full overview of the tasks and their measure variables in Table 1.

Tasks Measure variables Papers

Area pointing Perceived cognitive workload, model it, task completion time, error rate, movement time, throughput, er-
ror rate, subjective satisfaction, perceived ease-of-use, perceived speed, path length, target re-entry, task axis
crossing, movement direction changes, orthogonal direction changes, movement variability, movement error,
movement ofset, number of submovements, maximum velocity, normalised time of maximum velocity, maxi-
mum acceleration, normalised time ofmaximum acceleration, maximum absolute jerk, total square integrated
jerk

[54, 63, 249, 250]

Calibration Ofset magnitude [47]

Creation of vocal
commands

Lexical density of corpus, common words [201]

Daily internet ac-
tivities

Perceived comfort, perceived ease-of-use, error rate, movement time, perceived usefulness, task completion
time, system usability, perceived cognitive workload (NASA-TLX), number of clicks, cursor positioning time

[5, 8, 51, 86, 139, 148, 200,
262]

Dragging Task completion time, error rate, movement time [54, 55, 233]

Foot manipulation Toe-tap rate, toe-raise rate [35]

Gesture input Path length, gesture completion time, line steadiness, task completion time, error rate, perceived ease-of-use,
perceived learnability, task completion success rate, perceived diiculty, classiication accuracy, dwell time,
perceived cognitive workload, perceived physical workload, usability

[12, 25, 26, 29, 45, 69, 91,
106, 107, 230, 241]

Goal crossing Movement time, throughput, error rate, subjective satisfaction, perceived ease-of-use, perceived speed, path
length, target re-entry, task axis crossing, movement direction changes, orthogonal direction changes, move-
ment variability, movement error, movement ofset, number of submovements, maximum velocity, nor-
malised time of maximum velocity, maximum acceleration, normalised time of maximum acceleration, max-
imum absolute jerk, total square integrated jerk

[249, 250]

Hand manipula-
tion

Task completion time, duration of pauses, movement direction change, total motion time, average motion
time, total pause time, average pause time, motion variability, motion distance, motion amplitude, physical
performance

[43, 92, 169, 188]

Indoor navigation Error rate, system usability, perceived stress, number of uprising steps, task completion time [126, 152, 196]

Information search Task completion time, system usability, perceived cognitive workload (NASA-TLX), movement time, subjec-
tive satisfaction, perceived productivity, perceived efectiveness

[22, 148, 180]

Input invention Ease-of-use, task completion success rate, perceived diiculty [25, 26, 76]

Interface manipu-
lation

Task completion time, movement time, error rate, perceived ease-of-use, perceived usefulness, subjective
satisfaction, classiication accuracy

[33, 36, 45, 63, 125, 157,
173, 202, 262]

Long press Task completion success rate [176]

Map navigation Task completion time, false positive clicks, unregistered commands, error rate, subjective satisfaction [18, 33]
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Tasks Measure variables Papers

Object manipula-
tion

Classiication accuracy, task completion success rate, cross-entropy loss, number of switches of control mode,
selection time, perceived ease-of-use, user preference, ease-of-control, movement distance, force, speed, task
completion time, error rate, perceived comfort, perceived fun, perceived diiculty

[31, 99, 108, 116, 123, 140,
150, 194, 195]

Painting/ Drawing Task completion time, dwell time, perceived ease-of-use, perceived learnability, task completion success rate [21, 83, 96, 98, 177]

Peg test Path-length ratio, movement error, movement direction change, line steadiness [93, 94]

Physical exercise
activity

Stride length, step length, physical performance, system usability, perceived comfort, classiication accuracy,
perceived cognitiveworkload (NASA-TLX), error and speed ratio, motion duration, motion steadiness, motion
accuracy

[11, 40, 118, 128, 145, 206,
259]

Pinching Task completion success rate [176]

Play a game Perceived ease-of-use, perceived learnability, perceived comfort, perceived speed, perceived enjoyment, game
speciic parameters, time to touch-down, time to touch-up, ofset magnitude, touch duration, movement di-
rection changes, touch location, game speciic parameters, perceived fun, perceived fairness, physical per-
formance, perceived comprehensibility, visual quality, perceived correctness, likelihood to play, motivation,
perceived boredom, activity level, disinterest, usability, distraction time, attention time, output score, task
completion time

[10, 41, 44, 66, 69, 88ś
90, 105, 109, 119, 135, 144,
153, 171, 213, 222, 242]

Programming
(writing/editing
code)

Task completion time, number of keypresses [170, 201]

Rotation Task completion success rate [176]

Scrolling Task completion success rate [176]

Speech input Task completion time, perceived ease-of-use, perceived learnability, perceived intuitiveness, subjective satis-
faction, perceived efectiveness, task completion success rate

[21, 65, 95, 95, 138]

Steering Task completion time, error rate, movement time, throughput [54, 84]

Swiping Path length, gesture completion time, line steadiness, perceived ease-of-use, task completion success rate [138, 176, 241]

Target acquisition Perceived cognitive workload, model it, task completion time, perceived ease-of-use, error rate, movement
time, throughput, subjective satisfaction, perceived speed, path length, target re-entry, task axis crossing,
movement direction changes, orthogonal direction changes, movement variability, movement error, move-
ment ofset magnitude, number of submovements, maximum velocity, normalised time of maximum velocity,
maximum acceleration, normalised time of maximum acceleration, maximum absolute jerk, total square in-
tegrated jerk, perceived learnability, perceived memorability, perceived accuracy, perceived efort, perceived
frustration, perceived fun, perceived naturalness, perceived comfort, perceived intuitiveness, perceived ef-
fectiveness, click accuracy, press accuracy, release accuracy, distance to target, number of touches, time to
touch-down, time to touch-up, dwell time, ofset magnitude, ofset direction, accidental clicks, number of
voice commands, touch duration, task completion success rate, number of unsuccessful clicks, missed tar-
gets, cursor position corrections, perceived cognitive workload, time to mouse down, classiication accuracy,
perceived system responsiveness, perceived consistency, perceived predictability, number of pauses, dura-
tion of pauses, path-length to axis-length ratio, physical workload, efective target width, perceived fatigue,
perceived attentiveness, perceived prompting levels, curvature index, streak size, streak sum

[15, 19, 34, 48, 50, 53ś55,
58, 62ś64, 78, 79, 81, 82,
84, 86, 95, 98, 100, 101, 104,
107, 115, 132, 138, 139,
143, 149, 151, 152, 159,
161ś163, 174, 176, 178,
179, 181, 183, 195, 197,
203, 233, 235, 248, 250]

Text entry Task completion time, perceived ease-of-use, typing speed, error rate, communication speed, subjective satis-
faction, perceived learnability, perceived intuitiveness, perceived efectiveness, number of gestures per char-
acter, number of keystrokes per character, number of corrections, number of deletions, perceived cognitive
workload (NASA-TLX), perceived comfort, accuracy (minimum string distance), uncorrected error rate, cor-
rected error rate, dwell time, total error rate, user experience, perceived speed, perceived accuracy, perceived
likeability, total number of words, total number of characters, total number of alphanumeric characters, to-
tal number of non-alphanumeric characters, total number of space characters, total number of capital letter
shifts, total number of alphanumeric keys in input, alphanumeric keystrokes per character, keystrokes per
character, alphanumeric keystroke saving rate, typing speed improvement, potential keystroke saving rate,
actual keystroke saving rate, prediction utilisation, perceived usefulness, perceived distractiveness, perceived
fatigue, typing variability, word classiication accuracy, character classiication accuracy, human readability
accuracy, ballistic phase movement time, corrective phase movement time, total movement time

[7, 16, 38, 49, 74, 77, 80,
113, 124, 132, 137, 138,
141, 150, 156, 160, 163,
175, 184, 193, 204, 224,
231, 232, 234, 246, 253ś
257, 260, 261]

Trajectory track-
ing

Perceived diiculty (NASA TLX), physical performance, classiication accuracy, line steadiness, task comple-
tion time, accuracy

[85, 91, 140, 195, 205, 258]

User speciic free
form task

Session length, perceived enjoyment, perceived frustration, perceived fatigue, number of button activations,
number of special efects activations, distance to target, task completion time, perceived fatigue, subjective
satisfaction

[42, 143]

Virtual navigation Time per keystroke, error rate, task completion time, perceived comfort, perceived fun, perceived diiculty [57, 150]
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Tasks Measure variables Papers

Visual search Perceived learnability, perceived memorability, perceived accuracy, perceived ease-of-use, perceived efort,
perceived frustration, perceived fun, perceived naturalness, task completion time, streak size, streak sum

[19, 64, 152, 181, 236]

Web navigation Task completion time, false positive clicks, unregistered commands, error rate, system usability, movement
time, touch-down time, distance to target, target re-entry, throughput, curvature index

[18, 179, 180, 221]

No task was used
to measure perfor-
mance

NA [13, 17, 27, 46, 67, 75, 97,
111, 112, 154, 155, 158,
164, 187, 198, 220]

Table 1. Tasks overview

4.2.3 Participants. The number of participants varied reasonably without drastic outliers in the analysed papers
ranging from 1 to 318 (SD = 25) with the mean ofM = 15 and the median ofMed = 10. These results are in line
with the local standards in the HCI community with the common sample size of 12 participants; however on a
lower side of the participant sample size [24].
Of these 228 studies, 91 (40%) were conducted strictly with motor-impaired participants, 73 (32%) were

performed strictly with able-bodied participants, 52 (22.8%) studies recruited both able-bodied and motor-impaired
participants, 10 (4.4%) studies included ield experts as participants (therapists, rehab specialists), 1 study (0.4%)
reports recruiting 1 vision-impaired participant, and 1 study (0.4%) does not report if their participants were
able-bodied or motor-impaired. Furthermore, our analysis shows that 79 studies (34.6% of all studies, 55.2% of
studies with motor-impaired and mixed participants groups) recruited participants with diferent diagnosis.
Next we analysed if the sample size of the study was diferent depending on the recruitment group, e.g., able-
bodied, motor-impaired, or mixed type participants. A one-way analysis of variance (ANOVA) test showed a
statistically signiicant diference in sample size and participants type (F (3, 220) = 4.91,p < 0.01). A Tukey HSD
post-hoc comparison test (with Bonferroni corrections) reveals that an average sample size in studies with mixed
participants is signiicantly greater than average number of participants in studies with only motor-impaired
participants (p < 0.01), or able-bodied participants (p = 0.02). Our results did not reveal any other statistically
signiicant diference between other participant groups. We excluded the study that reported recruiting 1 vision-
impaired participant and 2 studies (from the same manuscript) that did not report their participant group from
this analysis. These results are presented in Figure 3.

Then we analysed participant group versus study location. A chi-square test of independence showed that there
was a signiicant association between the study location and participant group (χ 2 (4, 228) = 48.14,p < 0.001).
The number of motor-impaired participants as well as the number of participants including ield experts is
signiicantly higher in ield studies, while the number of able-bodied participants is signiicantly higher in lab
studies. The results of these indings are presented in Figure 4.
Similarly, we analysed device prevalence versus study location to understand if certain technology was tied

to the lab or in-the-wild environment. A chi-square test of independence showed that there was a signiicant
association between the study location and device category (χ 2 (5, 228) = 13.86,p = 0.02). Our results demonstrate
that Desktop with an eye-tracker are more expected to be in the laboratory setting; whereas equipment deined in
the łotherž category is expected to be used in ield studies. This is not surprising due to the fact that eye-trackers are
mostly used in the laboratory environment because of their cost and coniguration diiculties [185]. Furthermore,
we categorised wheelchairs mostly as łotherž equipment and participants were using their wheelchairs while
being recruited in in-the-wild studies. These indings are presented in Figure 5.

We also analysed participant impairment information. The most common motor-impairment diseases afecting
participants of the studies were cerebral palsy (62 studies), spinal cord injury (30 studies), Parkinson’s disease
(24 studies), multiple sclerosis (16 studies), muscular dystrophy (24 studies), and post-stroke hemiparesis (25
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Fig. 3. Device prevalence in analysed studies

studies). Other diseases were presented in fewer than 10 studies. We subsequently grouped participant impairment
information into categories and analysed categories information. We used categorisation provided by Utah State
University’s ‘Institute for Disability Research, Policy, and Practice’ [1]: traumatic injuries (e.g., spinal cord injury,
loss or damage of limb(s)), congenital conditions (cerebral palsy, muscular dystrophy, spina biida), diseases
correlated with age (e.g., arthritis, Parkinson’s disease, essential tremor, multiple sclerosis), and diseases with a
mysterious cause (e.g., ALS). We added an additional category for other impairments not matching any of the
above categories (e.g., blindness). To categorise the impairments, two authors read through the list of impairments
collated from the literature review. Then, the two authors completed the categorisation of the impairments
independent from each other. Once the categorisation was inished, we performed interrater reliability analysis
using the Kappa statistics to determine consistency among the two raters, which showed strong agreement
between the raters (κ = 0.81,p < 0.01). We then performed analysis of the distribution of these categories among
our sample. A one-way analysis of variance (ANOVA) test did not show a statistically signiicant diference in the
distribution of the above-mentioned categories within our participants’ sample (F (4, 60) = 2.50,p < 0.05). These
indings are presented in Figure 6.

It is important to note that the studies analysed in this survey recruited participants from a range of diagnoses,
i.e., participants with cerebral palsy as well as participants with Parkinson’s disease. For this reason, the total
number of studies might not add up to the number mentioned in the above paragraph. Unfortunately, 18 studies
do not provide details of their participants’ impairment details.

As it is common to give incentives to participants in user-subject studies, we analysed how incentives are being
handled in the studies aimed at investigating motor impairments research. Unfortunately, a large portion of 186
studies (82.0%) did not report any detail on participant incentiveÐonly 42 studies (18%) provided this information.
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Fig. 4. Participant prevalence within the study environment

Out of these 42 studies, 30 studies compensated their participants with cash; while 6 studies rewarded their
participants with gift cards and vouchers (5 studies with a shopping voucher and 1 study with a lunch voucher).
Furthermore, 2 studies reimbursed their participants with movie tickets, 1 study provided participation in a gift
voucher rale; 2 studies explicitly stated that no reward was provided for participants, and, inally, 1 study did
not specify the reimbursement amount.

5 DISCUSSION

5.1 User Representation in Accessibility Research

Our results show that 32% of the studies were conducted with able-bodied participants. Such an outcome is
predictable and understandable given the diiculties of recruiting participants from the permanently impaired
user group [214]. Nevertheless, such an approach is perilous as it might lead to inaccurate conclusions and missed
insights [214]. A decade ago Sears and Hanson argued that non-representative users might be acceptable for
preliminary evaluations; but studies being published in archival venues should be conducted on representative
users [214]. Several examples in literature have shown that able-bodied participants and permanently-impaired
participants behave diferently during the studies as well as their strategies difer in their approach to resolve
the problem [215, 244]. Such diferences exist even among participants from permanently-impaired user groups,
as research has shown that people who were born with a certain condition perform diferently as compared to
people who developed the condition during their life [87].

Our results also show that the average number of participants per study was N = 15 which can be considered in
line with the HCI standards [24]. However, applying traditional statistical analysis approach might be challenging
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Fig. 5. Device prevalence within the study environment

for such a number of participants [214]. Therefore, there is a need for alternative solutions when conducting
experiments in accessibility research, e.g., single-subject experiments [217] and repeated-measures design [225].
Another common trend observed from our analysis is that almost a quarter of the studies mostly use a

combination of able-bodied and permanently-impaired users (N = 52, 22.8%). Sears and Hanson argue that failing
to identify signiicant diferences in performance when comparing the two user groups does not mean that both
groups are equivalent as details of how the tasks were completed were not taken into account [214].
In addition, our analysis shows that it was relatively common in our sample (34.6% of all studies) to recruit

participants with diferent impairments diagnosis [1], even though the distribution of the categories in study
samples was not statistically signiicant. While individual papers typically focus on one or a small number of
impairments, we argue that a higher level understanding of the categories studied in HCI-driven accessibility
research is of critical importance. The categorisation of motor impairments could allow for a more thorough
investigation of the motor impairments phenomenon from an HCI research perspective and lead to crossovers
in lessons learned between diferent impairments. For example, prior research has shown that people with
congenital conditions have higher disability self-concept and are more adaptive to using technological solutions
as compared to people with acquired disabilities (e.g., age-related disabilities) [20]. Such high-level diferences
between diferent categories of impairments are rarely synthesised in the HCI literature.
Furthermore, our results show that one study among those with motor-impaired participants did not report

impairment details of their participants. However, providing a medical diagnosis is an important detail when
describing participant sample as it might directly deine physical capabilities of participants [214]. The diagnosis
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Fig. 6. Participant impairment categories distribution

often provides information on the challenges an individual might experience when performing certain activ-
ities/tasks [214]. This information in combination with other user details (technology used, user capabilities,
background and experience) might facilitate the generalisability of the indings [214].

5.2 Measuring Functional Capabilities

Our results also show that the majority of the studies (90%) quantiied functional capabilities of the participants
using diferent variables throughout the taxonomy of 34 tasks. Our results show that most common tasks used in
the studies were target acquisition and text entry (Table 1).

Price and Sears [189] highlight the necessity of providing an accurate and repeatable method to assess user’s
functional capabilities in the context of HCI and Accessibility research when interacting with technology. The
authors argue that such an assessment tool will assist in better user categorisation as well as matching the uses
with appropriate technology [189].

Furthermore, Price and Sears [189] demonstrate that there is a need to categorise functional evaluation metrics
based on what they measure [189]. The authors provide an example of task completion time being one of the
evaluation metrics of functional capabilities of users when interacting with technology [189]. Furthermore, the
authors demonstrate that movement is also an important aspect of measuring capabilities [189]. In particular,
such details of movement as path followed in target acquisition tasks [136, 251] as well as variability in task
completion which has been shown to be one of the most metrics to measure individual’s capabilities [189].

Price and Sears mention an important issue of established measures providing diferent assessment results [189].
In their study the authors show that examining functional capabilities using Performance-Based Functional
Assessment for Computer Technology (PB-FACT) scores [189], self-reported survey results, and gold standard
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observer ratings show diferent scores in measuring user capabilities. For example, all self reports indicated
the participants could complete the tasks without any diiculties, whereas PB-FACT scores and gold standard
observer ratings indicate that participants experience some level of diiculty during task completion [189].
Furthermore, functional capabilities in current research practices are mostly assessed under controlled lab-

oratory settings and have been shown to be non-representative of real-world performance [101]. Therefore,
Gajos et al. [61] argue that the modelling of functional capabilities of users should be based on the data collected
unobtrusively during user’s free interaction with technology.

5.2.1 Games for Rehabilitation Purposes. 26 studies (18 papers) have reported using a game as a task to measure
functional capabilities of users (Table 1). This type of task was the third most popular after target acquisition
and text entry used across 228 studies reported in 177 papers analysed in this survey. Our results show that
integrating games to the tasks in accessibility research studies is quite common and can pursue rehabilitation
aims.
According to our results every third study (8 studies across 6 papers [10, 41, 44, 109, 119, 144]) used games

for therapeutic rehabilitation purposes. Literature has presented examples where games have been used for
therapeutic purposes. For example, Fukamoto [60] successfully leveraged games for neurorehabilitation as they
provided a łfunž incentive for users with foot drop syndrome. Similarly, research has also shown that virtual
reality games have become one of the strategic therapies to encourage movement in motor-impaired users,
e.g., users with cerebral palsy [130], spinal cord injuries [120], essential tremor [37]. The same applies to Robot
Mediated Therapies that have gained an increased popularity in the rehabilitation process for motor-impaired
individuals [147].

Furthermore, literature has shown that integrating game elements in wheelchairs established positive relation-
ships between the user and the wheelchair [68]. This is particularly important for novice users as gamiication
allows them to accept wheelchairs as an enabling and fun technology, rather than a restriction of their inde-
pendence [68]. Moreover, the authors argue that wheelchair-based game controls could potentially assist in
developing wheelchair skills, e.g., improving abilities to navigate in the environment and extending functional
independence [68]. Nevertheless, it is important to remember that when using games to measure functional or
perceptual capabilities of participants, the quality of game design has an efect not only on game experience, but
also on the quality of scientiic assessment [238]. Therefore, a better quality of game design leads to more accurate
scientiic measurements and, hence, should be accounted in research to achieve robust research practices.

5.3 Barriers to Accessibility Research and Development

Next, we outline the main barriers to conducting accessibility research and designing accessible technology.

5.3.1 Recruitment and Logistics. From a research perspective, it is challenging to recruit more than 10 participants
with disabilities to evaluate a new design or piece of technology [142]. Having bigger samples would deinitely
improve the representation of the population; however, it is still not guaranteed as the heterogeneity of the
population is highly varied [142]. Furthermore, it might be diicult to perform longitudinal studies and data
collection due to accessibility problems that arise from participant fatigue, reduced speed and performance [142].

Throughout the development of accessibility research and assistive technology, several methods have emerged
to overcome the above issue [142]. For example, simulation is one of the techniques that allows to mimic certain
impairments, e.g., blindfolding to replicate the experience of visually-impaired [142]. However, in most cases
simulation fails to reproduce the true experience of an impairment and raises ethical concerns [117].

Nevertheless, simulation provides an inexpensive and quick way to evaluate the interface and to ensure that it
would not cause any issues to the participants during the study [142]. Hence, it can be used as an initial step
before involving participants with disabilities in order to save time and resources.
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Several research projects have demonstrated that instead of simulation, data corpora can be used [102, 142].
The advantage of using pre-existing datasets to test hypotheses is that it is more realistic as it includes data from
participants’ daily experience [142]. One more issue might be the duration of the studies. Bannon argues that
trials of few hours, or even days, do not allow the observation of issues of long-term use and habituation [14].

5.3.2 Cost. One of the key challenges of designing accessible technology is its cost-ineiciency [223]. This mostly
occurs because the majority of technological solutions are designed to address the needs of able-bodied users [70];
hence, designing technology for a permanently-impaired user group needs several levels of customisation and
implementation of speciic design tools [223].

Moreover, several studies have shown that individuals with permanent impairments prefer to use mainstream
technology rather than specialised devices due to several factors, including but not limited to social and inancial
components [112, 190, 218]. Furthermore, higher costs of accessible technology might lead to discrimination and
isolation of users due to their economical limitations [6].

Therefore, accessible and assistive solutions should not be expensive by the time they are ready for market pro-
duction. Nevertheless, Newell and Gregor [166] argue that provision of information technology is not necessarily
expensive if accessibility is considered at an early stage of the design. In terms of creating accessible software
solutions, it is easier to create designs accounting for accessibility from its initial states rather than incorporating
accessibility into a inished product.

5.3.3 Abandonment. Despite the high demand for assistive technology devices, the abandonment rate of assistive
technology is quite high [103]: 29.3% overall [182], 8% for life-saving devices [212], 36% for dressing aids [212], 61%
for crutches [182], and even 75% for hearing devices [182]. In order to combat these high-levels of abandonment,
literature suggest a ‘do-it-yourself’ approach in designing and customising assistive technology as it has been
shown that users of assistive technology have concrete modiication ideas that are afordable both in terms of
cost and implementation [103].

One approach to custom modiications is the involvement of the users of assistive technology in the design and
creation process [103]. Several initiatives already exist to support collaborative design and development of assistive
technology. For example, The Open Prosthetics Project1 is a community that supports an open-source education
and collaboration between users, designers, and funders to develop and share prosthetic innovations [103]. In
order to succeed, such online communities need to be well known within the relevant user space, enable a
low-barrier to entry for making contributions, and should be easily found via online search [103].

Further, existing limitations in accessibility impose diferent problems on diferent user groups, as it has been
shown that people who do not have access to technology may experience adverse efects of a digital divide [56].
Therefore, the development of accessible technology has to be approached from a range of perspectives. Abascal
and Nicolle [6], therefore, argue that it is necessary for social and political factors to inluence the development
of accessible technology, as it does not evolve by itself.

Another well-known challenge within the HCI community is the abandonment of research prototypes following
the completion of an experiment [227]. It is common for research prototypes to be taken back to the lab, redeployed
with a diferent sample of participants, or in cases of where prototypes are left with participants, that no further
technical support is provided. Hence, the initial users of the prototypes are left on their own after the project
concludes [227]. Such a practice can be unfair to the participants who commit their time and eforts to the
experiment [129]. This is particularly harmful to participants with permanent motor impairments and their
caregivers, as their physical constraints result in extra efort required to participate in the study, reach the study
site, and complete study tasks. Furthermore, it is problematic to provide participants with permanent motor
impairments with technological solutions that potentially improve their quality of life and subsequently remove

1http://www.openprosthetics.org
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this piece of assistive technology from their lives. Therefore, the research community needs to break with the
trend of abandoning research prototypes without a longer term plan for the participants if we as a community
want to set and follow good research practice.

5.3.4 Situational Impairments. Newell and Gregor [166] more than two decades ago talked about disabling
environments that can potentially impair human-computer interaction. The authors provide examples of diferent
situations such as cold environment where people are required to wear protective clothing and gloves that reduce
dexterity of their motor functions similar to those of permanent motor impairments. Later, Sears et al. [216]
coined a term for these temporal impairments referring to them as łSituationally-Induced Impairments and
Disabilitiesž or situational impairments [61].

Although the focus of our survey was not on situational impairments, it is important to consider SIIDs when
designing accessible technology. The reason being that situational impairments afect users of all abilities, and
furthermore, they worsen the experience of permanently-impaired users [110, 210, 247]. Research has shown
that diferent SIIDs such as walking [71], ambient noise [211], dim ambient light [209], encumbrance [168], cold
temperatures [73, 207] have a negative efect during mobile interaction. Furthermore, accessibility issues of
technology might be exacerbated for permanently-impaired users by situational impairments [110, 247].

Hence, several experts in Accessibility and HCI have stated that designing solutions to account for Situationally-
Induced Impairments and Disabilities can lead to new interface ideas that can also accommodate permanently
impaired users [71, 166, 208, 247], and vice versa designing solutions that consider the needs of people with
disabilities can promote better products for users of all abilities [167].

5.4 Future Directions for Accessibility Research

While substantial research and technology is moving from the design of interfaces between people and machines
towards the design of łinterspacesž occupied by łmultiple people, workstations, and other devicesž [14, 245],
does this approach account for permanently impaired users?
A better understanding of representative users, their capabilities, their pressing needs and challenges, can

expedite the development of accessibility from both research and technological outlooks. This will subsequently
facilitate better interpretation of research results, applications of these results to a broader range of users, and
will further enhance the accessibility of technology used.

Furthermore, it is important to acknowledge that participating in studies and completing study tasks might
cause fatigue on users of all abilities, with a stronger efect on users with permanent impairments [189]. Therefore,
it is important to build such modelling techniques that are able to gather users’ functional and individualistic
capabilities based on a limited number of observations [61]. Moreover, scholars widely suggest that accessible
interaction would beneit from being accompanied by sophisticated personalisation infrastructure, adaptive
algorithms and interaction techniques with regard to mutually dependent user demands and technology capabili-
ties [134]. According to Froelich et al. modelling accessibility is a complex challenge that requires understanding
of diferent aspects including users and their abilities and needs [59]. For example, a motor-impaired user cannot
eiciently use standard multidimensional input devices, e.g., keyboard and/or mouse [223]. Similarly, text entry
imposes several challenges on users with permanent motor impairments when using both stationary (e.g., desktop
computers) and mobile technology (e.g., smartphones) [247]. Motor-impaired users require physical stability,
tactility, accuracy, and control to accomplish successful text entry [247]. Modelling also requires assessment and
prioritisation of accessibility barriers as well understanding of users’ varying needs (e.g., due to fatigue) [59].
Furthermore, research has shown that permanently-impaired users would like to share their knowledge

and skills, e.g., medical experience, travelling tips, organisational skills, ICT literacy. Hence, Liu et al. argues
that when designing for people with disabilities, the technology should be able to leverage their strengths and
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capabilities [133]. The importance of focusing on abilities of people, rather than disabilities when designing
accessible technology has been a hot topic for a decade [252].

As interfaces become more sophisticated, it is more likely that the number of coniguration options will increase
rapidly. Individualistic characteristics of users vary signiicantly for diferent reasons including but not limited
to user health conditions and environmental factors [189]. Therefore, it is argued that meeting all users’ needs
with a single interface is not possible [23]. Hence, when talking about accessibility, it is important to remember
that there is no łone-size-its-allž approach [9]. Therefore, it is important to account for personalisation when
creating accessible technology so that user’s unique needs and abilities are assessed with the further translation
into personalised design adaptations [61]. Furthermore, within each modality there is always a range of abilities,
that might also be transitory in nature [9]. Carter et al. [28] argue that for the the interface to be accessible two
requirements should be met: 1) user must be able to navigate to any of the interactors of the interface, and 2)
user must be able to control the chosen interactor. Therefore, in order to be eicient, adaptive interfaces should
ideally be adaptive in their nature to relect the change in abilities and user needs [61].
However, there are also several directions for research to be explored in order to progress accessibility

research further, including the tradeof of the personalised adaptation taking place in the choice of keeping
the familiar interface for the user or providing the user with the suboptimal adaptation [61]. Accessibility
research suggests adapting interfaces to user’s individualistic needs as a major solution to enhance accessibility
of technology [251]. However, there are many unknowns underlying in this solution. For example, the impact
of changes in psychological and emotional conditions on adaptive interfaces remains unclear, therefore these
aspects need future investigation.

Besides, it has been stated numerous times in literature that design solutions successful in one domain can also
be successful in another domain [247]. This statement holds true in both directions, as badly designed interfaces
are diicult to use not only by permanently impaired users, but also by everyone, łthey handicap all usersž [6, 228].
Moreover, designing assistive and accessible technology might have an inluence not only on impaired users,
but also the human assistance they require: rather than replacing human assistance, technology can potentially
change the human assistance needed [131].

Finally, it is also important to include accessibility in university curricula in order to build the community of
accessibility scholars and designers. For example, Putnam et al. [191] argue that a better understanding of how
academic professionals consider and receive accessibility has an important inluence on academic programs in
HCI and UX as well as preparing future advocates for inclusive design. In other words, studying accessibility can
direct HCI community’s focus on the most impactful problems, deine new directions to support critical thinking
about the research as well as identify new ways for interdisciplinary collaboration [142].

5.5 Limitations

Our survey has a number of limitations. First, it is strictly limited to the results of our search. Although we
tried to have as an extensive search as possible, it is possible that some papers were not included in our sample
due to the usage of other keywords we did not consider or published in venues outside Computer Science (e.g.,
publications in medicine related venues). Furthermore, we did not consider publications that did not report
on user studies. This, however, was by design as we wanted to focus on methodological standards in motor
impairments research. Moreover, we did not provide an overview of technological solutions that exist in the
literature to assist motor-impaired users. This was out of the scope of our survey as we focused on methodological
aspects of conducting research with motor-impaired participants. Finally, in our survey we focused strictly on
motor-impairments; however, it is necessary to conduct similar surveys on other types of impairments in order
to obtain a holistic view of methodological standards in accessibility research.
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6 CONCLUSION

In this survey we systematically review methodological approaches in conducting accessibility research for motor
impairments. Through an analysis of 177 papers reporting 228 user studies in the domain, we identify the change
and trends in technology used in user studies in the ield over the past two decades. Furthermore, we assess
user representation in the studies and provide an overview of standards used to measure functional capabilities
of motor-impaired users. Finally, we discuss existing challenges and deine future directions for accessibility
research and contribute towards advancement of accessibility research in creating technology for motor-impaired
users.
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